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Bottom of pier cap

CC

Existing groundline

and/or top of footing

ELEVATION

Scale: None

PIER COLUMN

120^

120^ 12
0^

D

New wire

fabric

6’’ Max. (typ.)

CIRCULAR COLUMN

Note:

D is original  

diameter

of column.

M

N

6’’ Max. (typ.)

Rebuild to these

lines (typ.)

SQUARE COLUMN

Note:

M and N are original

column dimensions.

Scale: None

SECTION C-C

Horizontal  removal

limits for each

section

Section 1

Section 2

Section 3

New wire

fabric

 

Section 4

Section 1

Horizontal

removal  limits

for each

section

 

 

 

Section 2

Section 3

Note:

For new wire fabric

refer to 908.08.

Notes:

When height of columns is more than

18 ft., the Contractor will  be

restricted to 6 ft. segments.

Refer to Section 423.

For notes, see sheet 1 of 2.3. 

Remove to sound

concrete to these

lines, 6’’ maximum (typ.)

 

Rebuild to these

lines (typ.)
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11/14/95

1-22-01

PNEUMATICALLY APPLIED MORTAR

SEQUENCE AND REPAIR DETAILS

BR-SR(0.02)-95-305

Remove to sound

concrete to these

lines, 6’’ maximum (typ.)

6-19-08

OFFICE OF STRUCTURES

OFFICE OF STRUCTURES


